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INSTALL FOOBAR2000 PLAYER. |

You need to install a Foobar2000 player. If you already have, skip this step.
Run the installation, click "Next" to the next step.
(You can download Foobar2000 player at http://www.foobar2000.org/download )

&) foobar2000 v2.0 (x64) Setup — Y

Welcome to the foobar2000 Setup

~ eR2K
FB This wizard will guide you through the installation of
|

% foobar2000 audio player.

Click Mext to continue.
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Click "I Agree".

¥/ foobar2000 v2.0 (x64) Setup — Y

3 License Agreement
‘ @ Please reviews the license terms before installing foobar2000.

Press Page Down to see the rest of the agreement.

| foobar2000 audio player
Copyright © 2002-2023 Peter Pawlowski I
Portions copyright © 2006-2019 Christopher
Snowhill
| Portions copyright © 2005-2006 Holger Stenger
| Portions copyright © 2003-2005 Gian-Carlo
| Pascutto

If you accept the terms of the agreement, click I Agree to continue. You must accept the
agreement to install foobar2000.
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Select the "Standard installation", click "Next".

@) foobar2000 v2.0 (x64) Setup o X

Choose Install Type
Choose standard install or portable install.

© standard installation

Install foobar2000 for all users of this machine.

() Portable installation

In portable mode all configuration data is stored in the application folder and no
information is written to the registry. Does not support file association.

[
MSIS w3

< Back Cancel
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Choose install location, click "Next".

| (@) foobar2000 v2.0 (x64) Setup — X

Choose Install Location
Choose the folder in which to install foobar2000.

Setup will install foobar2000 in the following folder. To install in a different folder, click
Browse and select another folder. Click Next to continue.

Destination Folder

' Space required: 19.4 MB
Space available: 20.1 GB

MSIS w3
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Select "Full", click "Install".

@) foobar2000 v2.0 (x64) Setup o X

Choose Components

Choose which features of foobar2000 you want to install.

Check the components you want to install and uncheck the components you don't want to
install. Click Install to start the installation.

Select the type of install: Full e
Or, select the optional
components you wish to Norma
install: Minimum
Previous
Custom
Description
Space required: 19.3 MB Position your mouse over a cormponent to see its
description,

MSIS w3

< Back Install Cancel
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Click "Finish" to complete the installation.

@) foobar2000 v2.0 (x64) Setup o

Completing foobar2000 Setup

foobar2000 has been installed on your computer.

Click Finish to close Setup.

Run foobar2000

< Back Cancel
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FOOBAR2000 DSD PLAYBACK SETTINGS |

Run "ASIOProxylnstall-0.7.2.exe" at "FB2K DSD components" folder .

« Foobar... » FB2K DSD Components v O £ FB2K DSD Components 83 P
BIR fEHEA et F
I ﬁ ASIOProxylnstall-0.7.2 2015/4/6 21:53 N FEiERs 202 KB I
foo_input_sacd 2015/4/6 21:41 foobar2000 Co... 170 KB
foo out asio 2017/11/6 9:51 foobar2000 Co... 182 KB
=04
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Click "Next".

Select components to install:

Space required: 306.0kKB

ﬂ ASIO Proxy for foobar2000 Setup: Installation... —

X

Check the components you want to install and unchedk the components
you don't want to install, Click Next to continue,

|| ASIOProxy (required)

Cancel Mullsoft Install System v2.46

Next >
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Select installation location and click "Install".

r
ﬂ A5|0 Proxy for foobar2000 Setup: Installation... — X

Setup will install ASIO Proxy for foobar2000 in the following folder. To
install in a different folder, dick Browse and select another folder. Click
Install to start the installation.

Destination Folder

Space required:; 306,0KB
Space available: 19.8GB

Cancel Mullsoft Install Svstem v2.46 < Back
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Click "Close" to complete the installation.

rﬂ ASIO Proxy for foobar2000 Setup: Completed —

Completed

Show details

Cance Mullsoft Install System v2.46 < Back
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Run foobar2000 player, click "File">"Preferences" to open this window.

r

N7 foobar2000 v1.6.10

Edit View Playback Library Help | [ [> [ [ I [¥

—

| Open... Ctrl+0

] Open audio CD...
Add files...
Add folder...
Add location... Ctrl+U
New playlist Ctrl+N
Load playlist...
Save playlist... Ctrl+$
Preferences ctrl+P
Exit

Playback stopped.

Trackno Title / track artist

Preferences: Components

SN e N s N

e

- Components
-Display

- Keyboard Shortcuts
-Media Library

Networking

-Playback

Shell Integration

-Tools
- Advanced

X

Right-click a component for additional options.

Installed components:
Name -
Album List

CD Audio Decoder
Converter

Default User Interface
Equalizer

FFmpeg Decoders

File Operations
foobar2000 core

Online Tagger
ReplayGain Scanner
Standard DSP Array
Standard Input Array
ZIP/GZIF/RAR/7-Zip Reader

Get more components
Why are some components grayed out?

Reset all Reset page

Version
1.6.10
1.6.10
1.6.10
1.6.10
1.2.2
4.3.1
1.6.10
1.6.10
0.8
1.6.10
1.6.10
1.6.10
1.6.10

Module
foo_albumlist
foo_cdda
foo_converter
foo_ui_std
foo_dsp_eq
foo_input_std
foo_fileops
Core
foo_freedb2
foo_rgscan
foo_dsp_std
foo_input_std
foo_unpack

Install... Copy report

Cancel

Get updates

Apply

Guangzhou TOPPING Technology co., LTD

11



Now you need to install 2 components. Click "Install..." and find "foo_input_sacd.fb2k-component" and

"foo_out_asio.fb2k-component” in folder "FB2K DSD Components"”, click "Open".

( &# foobar2000 v1.6.10 = O X
File Edit View Playback Library Help O 000 B2 ——— I
1 1 1 1
Default 4 Install Component X
Playing A
& = v 1 <« Versions earlier than 2.0 » FB2K DSD Companents v @&} Search FB2K DSD Compone.. R
Organize ~ New folder = - (1 e |
Name Date modified Type Size
2 Is.
foo_input_sacd 4/6/2015 9:41 PM foobar2000 Comp... 170 KB B
foo_out_asio 11/6/2017 9:51 AM foobar2000 Comp... 183 KB
File name: |"foo_out_asio" “foo_input_sacd” v| foobar2000 components ~
Get more comgonents
Why are some components grayed out? Copy report  Get updates
Reset all Reset page oK Cancel Apply |
Playback stopped.
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Click "OK", then Foobar2000 player will restart.

Preferences: Components

2 X

Reset all Reset page

.- Components Installed components: Right-click a component for additional options.
> -Display Name Version Module
:qe:dt;:a;irsar:?r‘tcuts (unknown - please apply changes to load)  (unknown) foo_out_asio
- Networking Converter 1.6.10 foo_converter
v -Playback Default User Interface 1.6.10 foo_ui_std
Decoding foo_dsp_eq
DSP Manag foobar2000 preferences X foo_input_std
e 'QUtPUt foo_fileops
- ASIO
- Shell Integratil  Applying these changes requires foobar2000 to be restarted. Continue? o
~ Tools foo_freedb2
SACD foo_dsp_std
> ‘Tagging foo_input_std
- Advanced I oK Cancel foo_input_sacd
foo_unpack
Get more components
Why are some components grayed out? Install... Copy report  Get updates
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Wait for restart of Foobar2000 player and then click "File">"Preferences"->"Playback"->"Output";

choose "ASIO+DSD: foo _dsd_asio" on "Device".

( %+ foobar2000 v1.6.10 a O X
Edit View Playback Library Help | [ > 01 K [ 2 _— I
| Open... Ctrl+0O
Open audio CD... Track no Title / track artist Dura...
Add files...
Add folder...
Add location... Ctrl+U |
Preferences: Qutput ? X |
New playlist Ctrl+MN i
Load playlist... i~ Components Device [
; » -Display
Save playlist... ctrl+S Keyboard Shortcuts Default : Primary Sound Driver ~
> -Media Library Null Output
Preferences Ctrl+P A
v -Playback
Bt e ASIO - JRiver Media Center 25
- ver Media Center
; gﬁ: manager ASIO : TOPPING Pro USB Audio Device
ASID : Topping USB Audio Device
SR ASIO : TP USB Audio Device
- Shell Integration Default : Primary Sound Driver
v Tools Default : 1 - DELL U2515H (AMD High Definition Audio Device)
- ReplayGain Scanner Default : 717583 (3- TOPPING USB DAC) 1
i SACD Default : Digital Audio (S/PDIF) (High Definition Audio Device)
» “Tagging Default : Primary Sound Driver [exclusive]
e Default : 1 - DELL U2515H (AMD High Definition Audio Device) [exclusive]

Default : 783 (3- TOPPING USB DAC) [exclusive]
Default : Digital Audio (S/PDIF) (High Definition Audio Device) [exclusive]

Fading

C] Enable smooth seeking, pause and volume changes

Name Fade in Fade out
Pause and stop 100 ms 100 ms
Seek 100 ms 100 ms
Manual track change 100 ms 100 ms
Fadze in:

Fade out:

Reset all Reset page Cancel Apply

Exits foobar2000.
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Click "ASIO+DSD", and then double-click on "foo_dsd_asio" in "ASIO drivers".

Preferences: ASIO 7 X

-~ Components ASIO drivers
» -Display
Keyboard Shortcuts
» -Media Library
Metworking
v Playback JRiver Media Center 25

- Decading TOPPING Pro USB Audio Device
er Topping USB Audio Device

TP USB Audio Device

Double-click an entry to activate the driver's control panel.
> ‘Tools [ Juse 64-hit ASIO drivers

[ JRun with high process priority

Custom channel mappings

Add New

Edit

Remove

This feature allows you to configure alternate channel mappings for your ASIO-enabled
soundcards.

You may need to close and re-open the foobar2000 preferences dialog for your newly
added mappings to appear as output devices in the "output" page.

Reset all Reset pag

3]
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Select "Topping USB Audio Device" at ASIO drivers and select your favorite DSD playback method, ASIO
Native or DoP Marker 0x05/0xFA.

Preferences: ASIO ? X
-~ Components ASIO drivers
» -Display
-~ Keyboard Shortcuts Audient USE Audio ASIO Driver TP USB Audio Device
» -Media Library fon dsd asin
-l sing foo_dsd_asio v0.7.2 X
~ -Playback
; Decoding
.~ DSF Manager ASIO Driver: ITopping USB Audio Device vI
i v Output
L e DSD Playback Method:  |ASIO Native -
- Shell Integration
5 Tools ASIO Native
DSD to DSD Method: Do Marker 0x05/0xFA
PCM toDSD Method: (St iorker e ‘
DSD/PCM Transition: 0 ms j
Add News
Edit
Remaove

This feature allows you to configure alternate channel mappings for your ASIO-enabled

soundcards.

You may need to close and re-open the foobar2000 preferences dialog for your newly

added mappings to appear as output devices in the "output" page.

Reset all Reset page Cancel Apply
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After that, click "Tools">"SACD", choose "DSD" in "Type", click "OK" to complete the setting of Foobar2000

player.
End.

Preferences: SACD ? X
- Components
» -Display
- Keyboard Shortcuts Output Mode: = i
» -Media Library
-~ Networking PCM Volume: +0dB DeClicker Log Overloads
v Playback
-~ Decoding PCM Samplerate: 44100
- DSP Manager
w - Output .
L. ASIO DSD2PCM Mode:  Multistage (Fixed-Point) Load Save
- Shell Integration
e a1
~ Tools §
- ReplayGain Scanner Preferable Area:  None w
[ sACD
> -Tagging
.. Advanced C] Editable Tags Store Tags With ISO
[ ] Edited Master Flayback
Reset all Reset page oK Cancel Apply
T ——e:
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